Abstract: Grassed swales and permeable pavement that have greater permeable underlying surface relative to hard-pressing surface can cooperate with the city pipe network on participating in urban storm flood regulation. This paper took Nanshan village in Jiangsu Province as an example, the storm-water management model (SWMM) was used to conceptualize the study area reasonably, and the low-impact development (LID) model and the traditional development model were established in the region. Based on the storm-intensity equation, the simulation scene employed the Chicago hydrograph model to synthesize different rainfall scenes with different rainfall repetition periods, and then contrasted the storm-flood-management effect of the two models under the condition of using LID facilities. The results showed that when the rainfall repetition period ranged from 0.33a to 10a (a refers to the rainfall repetition period), the reduction rate of total runoff in the research area that adopted LID ranged from 100% to 27.5%, while the reduction rate of peak flow ranged from 100% to 15.9%, and when the values of unit area were the same, the combined system (permeable pavement + grassed swales) worked more efficiently than the sum of the individuals in the reduction of total runoff and peak flow throughout. This research can provide technical support and theoretical basis for urban LID design.
Introduction
China is in a period of rapid urbanization, with expansion of city scale and concentration of human population. Due to this process, the natural characteristics of the land are changed by various anthropogenic activities. The original forestland, farmland and grassland are gradually transformed into impermeable construction land. These anthropogenic activities are among the most important pollutant sources [1] ; numerous pollutants are introduced into the urban environment by vehicular traffic, industrial processes, building construction and commercial activities, and are carried by storm-water. Above all, the impact of urbanization on the water environment includes increased risks in terms of floods, erosion and degradation of stream habitats, and deterioration of water quality [2, 3] . In addition, the recharge of shallow groundwater resources has been attenuated with the reduction in potential infiltration and recharge. The storm-water runoff originates from residential and commercial areas having large amounts of impervious area connected to the storm-water system known as directly connected impervious areas (DCIAs) [4] . Therefore, the control and utilization of rainwater is imperative, and rainwater drainage systems should be changed from the traditional rainwater drainage into systems that mainly rely on permeability and combine with storage and drainage [5, 6] . The concept of sponge city construction emerges as the times require.
The concept of sponge city refers to the city that can absorb water like a sponge. Sponge cities break through the traditional concept of drainage in urban rainwater management, relying on the sunken surface; the difficulty is how to cooperate with the rainwater pipe network, import exogenous rainwater and perform the functions of halfway transmission, terminal regulation and storage [19] . Nanshan village, Tianwang Town, Jurong, Jiangsu Province, is a demonstration point of the National Key Technology Support Program. In this paper, Nanshan village was selected as the research area, where the permeable pavement and grassed swales were arranged reasonably with local conditions in the overall planning of the village [20] . The traditional development model and the LID model based on SWMM were established to simulate the runoff regulation effect in the study area under various rainfall repetition periods [21] . Finally, comparison of the rainfall regulation effect between permeable pavement and grassed swales was done individually. The results of this study can provide guidance for the selection and arrangement of LID facilities in urban areas, and can also provide some technical support for the construction of sponge cities in China.
Research Procedure

Situation of Research Area
Nanshan village lies in the north of Fushan Cherry Garden, adjacent to S340 provincial highway. The research area was named a national demonstration site in rural characteristic tourism and the design area is about four hectares. The village is located in a subtropical zone with subtropical monsoon climate with four distinctive seasons, and the annual average natural precipitation is 1188 mm, which is mainly concentrated from May to September. The plan of the research area is shown in Figure 1 .
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Sub-Catchment Generalization
The topography of the region, low in south and high in north, has a roughly ladder-like distribution, and the region is composed of 25% permeable area and 75% impervious area. The generalized area is divided into nine water catchments and one outfall. A generalized sketch map of sub-basin arrangement can be seen in Figure 2 , where c1 to c9 refer to catchment and S1 to S9 mean pipe system. 
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Selection of Model Parameters
The Horton model, with maximum infiltration rate of 76.2 mm/h, minimum infiltration rate of 3.18 mm/h and attenuation constant of 4.12 per hour according to soil characteristics was adopted to simulate the rainfall infiltration [22] . The nonlinear reservoir model was chosen to calculate the runoff generation at each grid while the equation of kinetic wave was adopted to calculate the pipeline transmission system [23] . In addition, the determination of parameters, which is also determined by the field geotechnical exploration reports and previous settings on the underlying surface, refers to typical values in the user manual and related documents [24] . Parameters of grass swale and permeable pavement are shown in Table 1 . 
Designed Rainfall
Design of rainfall hyetograph refers to the distribution of total rainfall in the designed phase, and it is the boundary condition for delay of simulation based on the hydraulic model; it is also the key module to calculate the designed flow of the drainage pipe network [25] .
The Chicago rainfall hydrograph model is a rainfall process based on a rainstorm intensity Equation [26] , and Equation (1) has been adopted as a widespread rainstorm intensity equation in China [27] . Equation (1) can reflect the regular pattern of rainfall distribution over time:
where q refers to the rainfall intensity of rainfall duration (L/s ha); p refers to the repetition period of designing rainfall (a); t d refers to the rainfall duration (min); and A 1 , C, b and n are local parameters, calculated by a statistical method. The rainstorm intensity equation of Jurong is Equation (2) [28] .
Peak coefficient r is the only parameter of the Chicago rainfall hydrograph [29] , and the hydrograph can be calculated by Equations (3) and (4). Accurate determination of peak coefficient r is the key to fit the curve of designed rainfall:
where i before refers to the rainfall intensity before peak flow (mm/min); i after refers to the rainfall intensity after peak flow (mm/min); t b refers to the time before peak flow (min); t a refers to the time after peak flow (min); and r refers to the ratio of peak flow time and rainfall duration (peak coefficient). In this research, the rainfall duration was set as 3 h and the peak coefficient was set as 0.34 [30] . The distribution with time of rainfall under different rainfall repetition periods is shown in Table 2 , and the rainfall hydrograph curve of various repeating rainfall periods when the rainfall peak coefficient is 0.34 is shown in Figure 5 . In this research, the rainfall duration was set as 3 h and the peak coefficient was set as 0.34 [30] . The distribution with time of rainfall under different rainfall repetition periods is shown in Table 2 , and the rainfall hydrograph curve of various repeating rainfall periods when the rainfall peak coefficient is 0.34 is shown in Figure 5 . Note: * a refers to the rainfall repetition period. 
Results and Discussion
Comparison of LID and Traditional Development
The total runoff of outfall changed with the rainfall intensity under the LID model and the traditional development model, and the simulation results can be seen in Figure 6 . The total rainfall here was the product of rainfall and catchment area, so its unit had changed. The rainfall repetition periods were 0.33a, 1a, 3a, 5a and 10a, the rainfall duration was 3 h and the simulation time was 4 h; total runoff, peak flow, runoff-yielding time and peak-flow occurrence time can be seen in Table 3 . 
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It can be seen from Figure 7 that when the rainfall intensity rises to a certain extent, the difference value of the total runoff between the two development models tends to be downward, indicating that all LID facilities have entered a saturated state, and the regulation and storage of the LID model are not obvious at this point. 
Comparison of Combined System and Single LID Facility
The rainfall repetition individual LID controls, one 5-year 3 h of rainfall event period was set as 5a while the rainfall duration was set as 3 h, the LID facilities (including grassed swales and permeable pavement) were simulated in the study area individually, and the simulation results were compared with the traditional development model and LID model; the final results can be seen in Table 4 . Reduction in time of peak-flow occurrence (min) 2 7 11
Reduction in time of peak flow occurrence per ha (min) 25 29 34 It can be seen from Table 4 that the LID facilities have effect in reducing total runoff and peak flow, delaying the runoff-yielding time and peak-flow occurrence time. Particularly, the combined system (i.e., permeable pavement + grassed swales) worked more efficiently than the sum of the individuals in the reduction of total runoff and peak flow, and the delay of peak-flow occurrence time throughout. The reason is that after runoff from sub-catchment areas infiltrates through the grassed swales and permeable pavement surface, the water in storage layers of permeable pavement can infiltrate into the grassed swales through lateral infiltration. The grassed swales reduce the runoff velocity in the transmission of rainwater runoff, which results in the time delay or elimination in runoff-yielding. The connection of an internal infiltration path between the individual LID facilities increases the water-storage space of the sub-catchment area, which leads to a reduction in peak flow and delay in the occurrence time of peak flow.
When the values of unit area are the same, the efficiency of the LID facilities on the total runoff reduction is ranked as: combined system (i.e., permeable pavement + grassed swales) > permeable pavement > grassed swales. The efficiency of the peak-flow reduction is ranked as: combined system (i.e., permeable pavement + grassed swales) > permeable pavement > grassed swales. The efficiency of delay in peak-flow occurrence time is ranked as: combined system (i.e., permeable pavement + grassed swales) > permeable pavement > grassed swales. The reason is that the permeable pavement is composed of surface course, cushion course and porous base course, so that the runoff on the surface can infiltrate freely from top to bottom in the permeable pavement, and finally recharge groundwater. Per unit area, the permeable pavement has a larger reservoir space than grassed swales, the rainwater in the water-storage formation continues to infiltrate after rainfall, and finally the extra water overflows and discharges. The effect of delay in runoff-yielding time is ranked as: combined system (i.e., permeable pavement + grassed swales) > grassed swales > permeable pavement. The reason is that grassed swales have a larger Manning coefficient on the surface due to plantation coverage (the Manning coefficient on the surface is generally 0.3), which leads to the reduction in runoff velocity, and a slower runoff velocity would increase the transmission time of rainwater runoff from runoff-yield to outfall, resulting in the delay or elimination of runoff-yielding time.
Conclusions
This paper presented a research method on storm-water management using SWMM. As a part of this study, the superiority of LID in storm regulation was verified through comparison of the LID model and the traditional development model, and the contrast between the combined system (i.e., permeable pavement + grassed swales) and a single LID facility on the storm-water management effect was further investigated. Based on the results and analysis, the following conclusions were made:
(1) The SWMM model can quantify the management effect of LID facilities on storm-water runoff. According to the nonlinear reservoir theory, the model took the extracted information of land surface as the basis to calculate runoff, hydrodynamic theory was used to compute concentration flow unit by unit, and the computational data can reflect the running effect of sponge facilities. In practical engineering, flow meters and level gauges are arranged in the infall and outfall to monitor actual treatment results, and the actual operating results of LID facilities are to be verified in the follow-up field tests for real-world authentication.
(2) Better results of storm-water management could be obtained through LID, including reduction in the total runoff, decrease in the peak flow, elimination or delay in the runoff-yielding time and delay in the peak-flow occurrence time. When the rainfall repetition period ranged from 0.33a to 10a, the reduction rate of total runoff in the research area where LID facilities were arranged ranged from 100% to 27.5%. The reduction rate of peak flow ranged from 100% to 15.9%. The runoff-yielding time was eliminated or delayed by 13 min to 5 min and the peak-flow occurrence time was eliminated or delayed by 17 min to 5 min after LID treatment.
(3) When the values of unit area are the same, the efficiency of the LID facilities on the total runoff reduction is ranked as: combined system (i.e., permeable pavement + grassed swales) > permeable pavement > grassed swales. The efficiency of the peak-flow reduction is ranked as: combined system (i.e., permeable pavement + grassed swales) > permeable pavement > grassed swales. The effect of delay in runoff-yielding time is ranked as: combined system (i.e., permeable pavement + grassed swales) > grassed swales > permeable pavement. The efficiency of delay in peak-flow occurrence time is ranked as: combined system (i.e., permeable pavement + grassed swales) > permeable pavement > grassed swales. The capacity for storm-water management of permeable pavement and grassed swales was limited, and the combined system was well-operated when the rain was light. However, when the area suffered too much rain in a short time, the management was mostly negligible.
(4) The results can provide reference for the selection and arrangement of LID facilities in urban areas; for example, when the regional space is ample, the united arrangement of LID facilities are recommended in the design of the drainage system, whereas when the area is limited, permeable pavement should be a top priority. Grassed swales and permeable pavement emphasize site-specific recommendations, intensive management, improved efficiency and environmentally sound use of inputs, rather than pursuit of the largest area of sinking space. Author Contributions: Each author had his own jobs. The first author, Jianguang Xie, had the responsibility of test designs and the construction of SWMM. Chenghao Wu and Hua Li helped to collect the test data and make analysis based on the data. Jianguang Xie wrote this paper and Gengtian Chen had the job of checking the paper on grammar and revision. As the corresponding author, Jianguang Xie was also the person who submitted the paper and kept communication with editors.
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